\Nl (3]

For the discriminating test professional, DTS offers
the TDAS PRO Sensor Input Module (SIM). Each

8 channel TDAS PRO SIM is a completely independent
data acquisition system that can be used stand-alone
or assembled into large test set-ups by linking

4 module and 8 module rack systems. This modularity
increases productivity and offers greater flexibility,
reduced downtime for calibration or repair, and the
opportunity to buy the channel count you need now
while planning for expansion. No other system in the

world offers these advantages.

Features and Benefits:

= 8 fully programmable sensor input channels with isolated excitation
= Stand-alone operation
« L.E.D. indicators for power and event status
= Ultra-low noise design
= Sensor ID
= Comprehensive fault detection and self diagnosis
= High speed, 16-bit A/D converter
= Intuitive, effortless TDAS Control Software
= Ethernet, RS-232 and wireless communication options
« Factory tested to 100+ Gs
= Easy mounting rack configurations include 4 module and
8 module racks
* Small size — each module is 13.7 x 12.2 x 3.4 cm
= Light weight — each module weighs 0.77 kg
= Built in battery with smart charge circuit in modules and racks
= Durable
= Reliable
= Cost-effective

Available in Stationary Configurations:
TDAS PRO LAB SIM
TDAS PRO LAB RACK

The TDAS PRO LAB SIM is designed for laboratory testing where
simplicity and reliability cannot be compromised. With the same
unsurpassed standard features as the TDAS PRO SIM, the TDAS PRO
LAB SIM can be used stand-alone or easily positioned in a 19-inch
rack assembly.

All TDAS products are certified to the NHTSA, FAA, 1SO 6487 and
SAE J211 data acquisition practices.
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TDAS PRO LAB SIM and TDAS PRO SIM
8 fully programmable sensor input channels
designed for stand-alone operation

TDAS PRO Racks
Designed for 4 module and
8 module configurations

TDAS PRO LAB Rack
Designed for 6 module configurations
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